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New construction shall require a sanitary Il
sewer lateral be constructed at a Il
continuous angle (=<) in a straight run Il || ~Existing

from the main sanitary sewer Manhole
line to the road Right of Way Line.

The angle of the lateral shall be
adequate to maintain flow into the main
sewer line. The Township only maintains
the main sanitary sewer. The property
owner is responsible for the lateral from
the main line to the house. If the
main sewer lies within a cartway, the
Township may perform the work at the
property owners expense.

ADOPTED BY THE BOARD: DECEMBER 4, 2006

e PUBLIC IMPROVEMENT CODE — SECTION 109
LATERAL MAINTENANCE DETAIL (OUTSIDE CARTWAY)

UPPER ST. CLAIR TWP. STANDARD DETAILS FIG. 99.5.2.9a

Date: April, 1998
Job No. C—8087-0001




Existing Lateral To Be Maintained
By Property Owner (Typ.)

The Township of Upper St. Clair maintains
the main sanitary sewer line as well as
the sanitary sewer laterals under the
cartway to a distance of five feet (5')
beyond the limits of the cartway.

In the event that the Township Public
Works Department performs any type
of open cut maintenance on the
lateral under the paving, a cleanout

at "5’ off the cartway” point for future
maintenance may be installed by the
Public Works Department.

Cleanout

ADOPTED BY THE BOARD: DECEMBER 4, 2006
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NOVEMBER 26, 2005 PUBLIC IMPROVEMENT CODE — SECTION 109

LATERAL MAINTENANCE DETAIL (OUTSIDE CARTWAY OPPOSITE SIDE)

UPPER ST. CLAIR TWP. STANDARD DETAILS

FIG. 99.5.2.9b

Date: April, 1998
Job No. C—8087-0001




Existing Lateral To Be Maintained
By Property Owner (Typ.) 1
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The Tov’vnshlp.of Upper St.’ Clair maintains §§ Existing Lateral To Be Maintained By
the main sanitary sewer line as well as 4 X
. Township Public Works Department.
the sanitary sewer laterals under the
cartway to a distance of five feet (5) N I
beyond the limits of the cartway. : :
In the event that the Township Public |
Works Department performs any type : :
of open cut maintenance on the i
lateral under the paving, a cleanout 5’ II
at "5’ off the cartway” point for future Existing
maintenance shall be installed by the b Manhole
Public Works Department. H
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New construction shall require a sanitary 1l
sewer lateral be constructed at a Il
continuous angle (=<) in a straight run || Existing

from the main sanitary sewer Manhole
line to the road Right of Way Line.
The angle of the lateral shall be |

adequate to maintain flow into the main pS =<
h AR L "o, |
sewer line. The Township will maintain Pog i
the sewer to the Right of Way line. 5’0'< |
Ofe/b/ |

ADOPTED BY THE BOARD: DECEMBER 4, 2006

e SECTION 109
LATERAL MAINTENANCE DETAIL

UPPER ST. CLAIR TWP. STANDARD DETAILS FIG. 99.5.2.9¢

Date: November, 1997
Job No. C—8087-0001




Existing Lateral To Be Maintained
By Property Owner (Typ.)

The Township of Upper St. Clair maintains
the main sanitary sewer line as well as
the sanitary sewer laterals under the
cartway to a distance of five feet (5')
beyond the limits of the cartway.

In the event that the Township Public
Works Department performs any type
of open cut maintenance on the
lateral under the paving, a cleanout

at "5’ off the cartway” point for future
maintenance shall be installed by the
Public Works Department.

New Cleanout To Be Installed &
Maintained By Township Public
Works Department.
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T PUBLIC IMPROVEMENT CODE — SECTION 109

LATERAL MAINTENANCE DETAIL (INSIDE CARTWAY)

UPPER ST. CLAIR TWP. STANDARD DETAILS

FIG. 99.5.2.10

Date: March, 1998
Job No. C—8087-0001




New construction shall require a sanitary
sewer lateral be constructed at a
continuous angle (=<) in a straight run
from the main sanitary sewer

line to the road Right of Way Line.

The angle of the lateral shall be
adequate to maintain flow into the main
sewer line. The Township only maintains
the main sanitary sewer. The property
owner is responsible for the lateral from
the main line to the house. If the
main sewer lies within a cartway, the
Township will perform the work at the
property owners expense.

ADOPTED BY THE BOARD: DECEMBER 4, 2006
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e PUBLIC IMPROVEMENT CODE — SECTION 109

LATERAL MAINTENANCE DETAIL

UPPER ST. CLAIR TWP. STANDARD DETAILS

Fig. 99.5.2.10A

Date: March, 1998
Job No. C—8087-0001




BITUMINOUS WEDGE CURB—\

SIDEWALK DETAIL
LOCAL RESIDENTIAL STREET
FIG. 4.4.1a

| MIN. 3’ 5" NON RESIDENTIAL
4’ RESIDENTIAL

SLOPE 1/4" PER FOOT

4” CLASS "A” CONCRETE

3" PENNDOT #2A STONE OR GRAVEL
— NO SLAG WILL BE PERMITTED

NOTES:
1) WHEN THE CONCRETE SIDEWALK CROSSES A DRIVEWAY
THAT PORTION OF THE SIDEWALK SHALL BE 4" OF #2A STONE

OR GRAVEL AND 5" OF CONCRETE WITH A 6"X6"X68#

REINFORCED STEEL MAT. SHOULD BE POURED DIRECTLY
THROUGH THE DRIVEWAY.

2) 3' GRASS AREA MUST BE INSTALLED UNLESS APPROVED BY
THE TOWNSHIP REPRESENTATIVE

#4 DOWEL @ 2' C-C
6” LONG

STRAIGHT TYPE
CONCRETE CURB_\

5" NON RESIDENTIAL
4” RESIDENTIAL

SLOPE 1/4” PER FOOT

—~——

— 4" CLASS "A” CONCRETE

3” PENNDOT #2A STONE OR GRAVEL
— NO SLAG WILL BE PERMITTED

SIDEWALK DETAIL

LOCAL COMMERCIAL & INDUSTRIAL STREETS

FIG. 4.4.1b

ADOPTED BY THE BOARD: DECEMBER 4, 2006

REVISIONS:

NOTE:

1) WHEN THE CONCRETE SIDEWALK CROSSES A DRIVEWAY
THAT PORTION OF THE SIDEWALK SHALL BE 4" OF #2A STONE]

OR GRAVEL AND 6” OF CONCRETE WITH A 6"X6"X68#
REINFORCING STEEL MAT.

MARCH 16, 2005
NOVEMBER 21, 2005

LOCAL RESIDENTIAL, COMMERCIAL, & INDUSTRIAL STREETS

SIDEWALK DETAILS

UPPER ST. CLAR TWP. STANDARD DETAILS FIG. 99.5.4.1a

FIG. 99.5.4.1b

Date: JUNE 23, 2002
Job No. C-8087-0001



DRIVE

DEPRESSED
CURB
SIDEWALK
ROADWAY
SHOULDER
R —
R/W LINE
SINGLE UNIT TRUCKS BUSES &
& PASSENGER CARS COMBINATION TRUCKS
ROADWAY SPEED ROADWAY SPEED

< 45 MFH 5 MPH AND H 45 MPH_AND
GREATER | < *° MPH [eREATER

N | max | ML T e N, [max. [Min, [Max.
10| 200 |10 | 200 | 12| 15 | 12 | 20
g |18 |10 |25 | as | 500 | 40 | 55

R = RADIUS

MINIMUM USE DRIVEWAY

ADOPTED BY THE BOARD: DECEMBER 4, 2006

REVISIONS: MINIMUM USE DRIVEWAY

MARCH 17, 2008

SOURCE: 67S441.9 PA. DEPARTMENT OF TRANSPORTATION FIGURE 7

UPPER ST. CLAIR TWP. STANDARD DETAILS

Date;

F1G. 99.5.5.6.1
JUNE 23, 2002

Job No,

C—-8087-0001



DRIVE |=

SHOULDER LINE
R& N R
SIDEWALK T T
ROADWAY ROADWAY
VA
CURB RETURN TYPE DRIVEWAY WITHOUT CURBS

()
=
(1’
(=)

SINGLE UNIT TRUCKS BUSES &

& PASSENGER CARS COMBINATION TRUCKS

ROADWAY SPEED ROADWAY SPEED

45 MPH AND 145 MPH AND

< 45 MPH GREATER < 45 MPH GREATER

MIN. | MAX.| MIN. | MAX.| MIN. |MAX. |MIN. |MAX.
W — ONE WAY 10’ 20 12' 20 12' 15 12° 20
W — TWO WAY 20’ 24’ 20" | 24 22 24 22 24
R 10’ 15 15 25 35 50" 45’ 55
R = RADIUS

ADOPTED BY THE BOARD: DECEMBER 4, 2006

LOW VOLUME DRIVEWAY

REVISIONS:

LOW VOLUME DRIVEWAY

SOURCE: 67S441.9 PA. DEPARTMENT OF TRANSPORTATION FIGURE 8

UPPER ST. CLAIR TWP. STANDARD DETAILS

FIG. 99.5.5.6.2

Date: JUNE 23, 2002
Job No. C-—8087-0001




SINGLE UNIT BUSES AND

TRUCKS COMBINATION TRUCKS
? PASSENGER CARS
w W ROADWAY SPEED ROADWAY SPEED
45 MPH 45 MPH
I (7 B <45 MPH | anD <45 MPH | anD
GREATER GREATER
MIN. | MAX.| MIN. | MAX.| MIN. | MAX. | MIN. | MAX.
o ﬁl Wl 14 |28 | 14 |28 | 14| 28 | 14 | 28
<t
[]
@ @ R |15 |30 |15 | 50| 45 | 55 | 50° | 55
a o
o =z
. @ | 10° MIN. 10" MIN.
Q % R = RADIUS
D = 10' PREFERRED, 4’ MIN.
P
<
\}4)
v 3. \ SIDEWALK
/
\\/ ROADWAY
7
— — ../ — — — — — —
TWO WAY ENTRANCE WITH MEDIAN DIVIDER
10° MIN. 10 MIN.

10’

4 hY%

ROADWAY

ADOPTED BY THE BOARD: DECEWBER 4, 2006 TWO WAY ENTRANCE — SEPARATED DRIVEWAYS

REVISIONS:
MARCH 1, 2006 MEDIUM VOLUME DRIVEWAY

SOURCE: 67S441.9 PA. DEPARTMENT OF TRANSPORTATION

UPPER ST. CLAIR TWP. STANDARD DETAILS FIG. 99.5.5.6.3

Date: JUNE 23, 2002
Job No. C—8087-0001



PAVEMENT
CROSS & GIENT

WEDGE CURB
v g
GRASS SIDEWALK
[=)
CROSS ‘;Zg“;gm 2% MAX
\.\QAR/ES [ p— —
CONCRETE
DEPRESSED
CURB o
3—4 | 10’ MIN. | 10" MIN.
SIDEWALK |
PAVEMENT S 2%
CROSS s opg VARIES - _ MAXI  _—— ¥ 2=
S ——— —

CONCRETE
DEPRESSED
CURB

PAVEMENT
CROSS SLOPE VARIES

—

SHOULDER

ADOPTED BY THE BOARD: DECEMBER 4, 2006

S SLOPE VARIES

B

| 7' MIN.
MINIMUM USE

UP GRADE ONLY
2% W/ SIDEWALK

4% W/0O SIDEWALK

| 10" MIN. | 10" MIN.

‘ 7% WAX
SHOULDER ADE —————~""'6% uax
4% — 6% UPCRE= o WAX.

8% m
BEGIN DRIVEWAY bown GRADE Ax
AT EDGE OF
PAVEMENT

MAXIMUM GRADE CHANGE
SHALL BE LIMITED TO + 15%
FOR MINIMUM USE DRIVEWAY.

REVISIONS:
NOVEMBER 21, 2005
MARCH 1, 2006

MINIMUM USE DRIVEWAY
GRADE REQUIREMENTS WITHIN THE RIGHT OF WAY

UPPER ST. CLAIR TWP. STANDARD DETAILS FIG. 99.5.5.6.3a

Date: JUNE 23, 2002
Job No. C—8087-0001



CROSS SLOPE VAR] ES
D —

SHOULDER

| 40' MIN. |

LOW & MEDIUM VOLUME
DRIVEWAY

WEDGE CURB
CROSS SLOPE VARIES

A = ——
BEGIN DRIVEWAY ATDE \\\\\ 0

EDGE OF PAVEMENT ——~~0( fJ T ———_
(CURB RETURN REQUIRED)

WEDGE CURB

| 40' MIN. |

LOW & MEDIUM VOLUME
DRIVEWAY

COE‘SSETE EDGE OF PAVEMENT
(CURB RETURN REQUIRED)
40° MIN. |
|
LOW & MEDIUM VOLUME
DRIVEWAY
0 _
PAVEMENT ssouper | T}

0

4% - 6%

BEGIN DRIVEWAY AT
EDGE OF PAVEMENT

DRIVEWAY TYPE MAXIMUM GRADE CHANGE 101
MEDIUM VOLUME DRIVEWAY +6%
LOW VOLUME DRIVEWAY +7%

GRADE SHALL BE LIMITED TO
+15 % FOR LOW AND MEDIUM
VOLUME DRIVEWAYS

ADOPTED BY THE BOARD: DECEMBER 4, 2006

REVISIONS:
NOVEMBER 21, 2005

LOW & MEDIUM VOLUME DRIVEWAY GRADE
REQUIREMENTS WITHIN THE RIGHT—OF—-WAY

UPPER ST. CLAIR TWP. STANDARD DETAILS FIG. 99.5.5.6.3H

Date: JUNE 23, 2002
Job No. C—8087-0001



——:7C/A-h—7” REVEAL

SIDEWALK
CONCRETE CURB

SIDEWALK

CONCRETE CURB

CONCRETE CURB

WEDGE CURB
NOTE: SEE FIGURE 99.5.4.1a FOR DEPTHS
ADOPTED BY THE BOARD: DECEMBER 4, 2006
REVISIONS: MINIMUM USE DRAIVEWAY REQUIREMENTS CONCRETE AND WEDGE CURBED STREET
MARCH 1. 2006 WITH & WITHOUT GRASS STRIP WITHIN THE RIGHT—OF—WAY
MARCH 17,2008 SOURCE: 67 441.8 PA DEPARTMENT OF TRANSPORTATION

UPPER ST. CLAIR TWP. STANDARD DETAILS FIG. 99.5.5.6.3c

DATE: JUNE 23, 2002
Job No. C—-8087-0001




150" Min.

150’

m — Raised channelization with \ / Note: D — 10’ Preferred, 4° Min.
4 mountable curb unless R — Radius
pedestrian usage requires
barrier curbs.

ADOPTED BY THE BOARD: DECEMBER 4, 2006
REVISIONS:

HIGH VOLUME DRIVEWAY

UPPER ST. CLAIR TWP. STANDARD DETAILS FIG. 99.5.5.6.3d
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ADOPTED BY THE BOARD: DECEMBER 4, 2006

REVISIONS:
FUEL STATION DRIVEWAY — UNDIVIDED ROADWAY

UPPER ST. CLAIR TWP. STANDARD DETAILS FIG. 99.5.5.6.3e




Property Line

o O I

O

12" Min.

.
Z

%
\

10’ Min.

55" R Max. ) ] 55 R Max

10" R Min. /—5 R Min. 10" R Min.
30" Min. @ ‘

2]

65 Max. 20" Min. 65 Max.

ROADWAY

@ Intermediate island, 20’ or less in length,
measured along the shoulder line, shall be
defined by permanent curbing.

ADOPTED BY THE BOARD: DECEMBER 4, 2006

REVISIONS:
FUEL STATION DRIVEWAY ALONG DIVIDED HIGHWAYS

UPPER ST. CLAIR TWP. STANDARD DETAILS FIG. 99.5.5.6.3f




3/4” RADIUS\(‘I‘T‘_B‘%;‘

—1/4” RADIUS

BITUMINOUS PAVING

o Iy

M

L1+/2” ¢ BAR

1/2” @ DOWELL BAR
12" LONG, PLACED 12" C.C.

CONCRETE DECK CURB
FIG. 99.5.6.2.2.1

CLASS "A”

.
/ CONCRETE CURB

1111 1Ty

AASHTO #57 (2B LIMESTONE)

|
18”

UPPER ST. CLAIR TWP. STANDARD DETAILS

COARSE AGGREGATE I~ & N
4” PERFORATED PLASTIC PIPE SDR—35— | 1
PENNDOT CLASS 1 FU..
GEOTEXTILE MATERIAL™ |-&-].&" | 67| LZ
STANDARD CONCRETE CURB
FIG. 99.5.6.2.2.2
| 5o |
FOR WHEEL STOP DETAIL ‘ |
SEE FIG. 99.5.6.2.3\m
WEDGE CURB WITH WHEEL STOP L '
SEE FIG. 99.5.1.2.4a
ADOPTED BY THE BOARD: DECEMBER 4, 2006
ii‘é‘i‘ﬂ'\;& 2005 CONCRETE DECK CURB
MARCH 1. 2008 STANDARD CONCRETE CURB
MARCH 17, 2008 WEDGE CURB WITH WHEEL STOP
FIG. 99.5.6.2.2.1 |

F:G. 99.5.6.2.2.2

Date:
Job No.

JUNE 23, 2002
C—-8087-0001




PLAN VIEW

4 -0

12"

/—7/8" DIA. HOLE

4"

: /
> 4 !
Ny Wi
7/8" DIA. HOLE
LONGITUDINAL
REINFORCEMENT
| 2—-3/8" REBARS
N Il I N
6 - 0
ELEVATION
NOTE:

USE STEEL PINS 7/8" DIAMETER
24" LONG THROUGH PAVING AND SUBGRADE

}I IiI

7 1/2"
ENDVIEW

REINFORCED CONCRETE WHEELSTOP

FIG. 99.5.6.2.3

PENN DOT TYPE 2-S GUIDE RAIL POST
6’ — 3" CENTER TO CENTER

2% A A

2 —21/2"

3 - 61/2"

BUMPER STOP

ADOPTED BY THE BOARD: DECEMBER 4, 2006 FIG. 99.5.6.2.4

REVISIONS:

MARCH 1, 2006
MARCH 17, 2008

WHEEL STOP

AND BUMPER STOP

TOWNSHIP OF UPPER ST. CLAIR

FIG. 99.5.6.2.3
FIG. 99.5.6.2.4

Date:
Job No.

JUNE 23, 2002
C—8087-0001




1 1/2° MINIMUM

31/2° 70 4

BACK OF CURB

EDGE OF PAVEMENT
OR EDGE OF PAVED BERM

NOTE: PLACEMENT OF MAILBOX MUST ADHERE TO THE REQUIREMENTS OF
THE UNITED STATES POST OFFICE.

ADOPTED BY THE BOARD: DECEMBER 4, 2006

MAILBOX STANDARD
LOCAL RESIDENTIAL STREETS

UPPER ST. CLAIR TWP. STANDARD DETAILS

FIG. 99.5.6.2.5




1/4” PROJECTION \

CROSS CUT

NOTE:

6" CLAY PIPE IS TO BE FILLED
WITH CLASS "B” CONCRETE.
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MONUMENTS TO BE INSTALLED IN SUBDIVISIONS

AT DESIG

NATED LOCATIONS WITHIN THE STREET

RIGHT-OF—WAY 5'—0" OFF THE PROPERTY LINE

ADOPTED BY THE BOARD: DECEMBER 4, 2006

REVISIONS:

SURVEY MONUMENT DETAIL

UPPER ST. CLAIR TWP. STANDARD DETAILS

FIG. 99.5.6.2.6

Date:

May 30, 2006






